




Bell A. G. 1997. Modern Engine Tuning. Haynes, 2 edition. 
 
Benaroya, H. 2004. Mechanical Vibration, Analysis, Uncertainties, and Control. Marcel 
Dekker, 2 edition. 
 
Chen, G. 2001. FE Model Validation for Structural Dynamics. Thesis for the degree of 
Doctor of Philosophy. University of London: 15 
 
Dascotte, E. 2006. Model Updating For Structural Dynamics : Past, Present and Future 
Outlook. Dynamic Design Solutions, 64, B-3001 Leuven. 
 
Dukkipati, R. V. 2006. Advanced Mecahanical Vibrations. Alpha Science. 
 
Frey, P. J. & George, P-L. 2008. Mesh Generation. Application To Finite Element. 
Wiley, 2 edition. 
 
Grass, H., Krempaszky, C. & Werner, E. 2006. 3-D FEM-simulation of hot forming 
processes for the production of a connecting rod. Computational Materials 
Science, 36, 480–489. 
 
He, J. & Fu, Z.-F. (2001) Modal Analysis. Butteworth Heinemann, 2 edition. 
 
Hoppe, H., DeRose, T., Duchamp, T., McDonald, J., Stuetzle, W. 1993. Mesh 
optimization. In: Proceedings of SIGGRAPH, 19–26. 
 
Kelly, S. G. (2000). Fundamentals Of Mechanical Vibrations. Mc Graw Hill, 2 edition. 
 
Kurowski, P. M. 2004. Finite Element Analysis for Design Engineers. SAE 
International. Warrendale, Pa. 
 
Lauwagie, T., Strobbe, J., Dascotte, Clavier J. and monteogudo, M. 2008. Optimization 
of the Dynamic Response of a Complete Exhaust System. Proceeding of ISMA. 
1881-1894. 
 
Lee J. & Kim D. 1995. Experimental Modal Analysis And Vibration Monitoring Of 
Cutting Tool Support Structure. Int. J. Mech. Sci. 37, 1133-1146.  
 
Lin R.M. & Zhu J. 2006. Finite Element Model Updating Using Vibration Test Data 
Under Base Excitation. Journal of Sound and Vibration. 303, 596–613. 
 
MSC Software Corporation, 2006. 
 





Taubin, G. 1995. A signal processing approach to fair surface design. In: Proceedings of 
SIGGRAPH, 08, 351. 
 
 
 
 
 
 
 
 
 
 
